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Abstract

This circuit maps 32 electrically isolated, bipolar CMOS-compatible input channels to 32 digital in-
put channels on a Contec PIO-64/64L(PCI)H digital I/O card. The circuit is intended to be housed
within a GEO cassette, and the inputs are intended to be routed to the enclosure’s front panel using
8 x D-sub 9 connectors each containing 4 digital input channels. Each input channel may be used for
independent applications without special grounding considerations.

Circuit

The circuit uses 4 of the digital I/O card’s input ports (out of a total of 8). Each port provides 8
input channels to the circuit. The ports are recieved on the board via a 40-way IDC header, inten-
ded to connect via ribbon cable to a female D-sub 37 connector on the front panel. The channels are
routed via optocouplers to 10-way IDC headers intended to connect via ribbon cables to male D-sub
9 connectors on the front panel.

Channel switching time is approximately 1 ms, dominated by the IXYS CPC1017N optocouplers. A
voltage greater than 3 V across each differential input is considered HIGH, whereas a voltage below
2 V is considered LOW. The input resistance of each channel is approximately 850 Ω.

An LED may be attached to the board to indicate the presence of the +15 VDC rail.

Interface to Contec PIO-64/64L(PCI)H

The Contec card channels should be connected to the enclosure via a Contec PCB100WS distribution
cable. Either the ‘CNA’ or ‘CNB’ D-sub 37 connectors on the PCB100WS may be used, but the HDRA-
E100MA1 connector must be inserted into the ‘CNA’ (input) interface on the PIO-64/64L(PCI)H.

External test circuit

Power supply filtering and a board header are provided in order to power an optional external test
circuit with ± 15 VDC and ± 5 VDC. Note that the +15 VDC and ± 5 VDC rails do not provide indicator
LEDs.
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Safety Instructions

In order to operate the circuit properly and safely, review the following guidelines before installing
and using the unit. Failure to do so may result in equipment damage or bodily injury:

This circuit was designed as a laboratory equipment to be operated only by trained
and qualified technicians in research institutes or development departments. For
safety reasons, usage by other persons or in other environments is not recommended.

• This circuit uses extra-low voltage (< 50 VAC and < 75 VDC) and is therefore exempt
from the regulations of the Low Voltage Directive (2006/95/EC).

• The unit does not contain any mechanical drive system. Therefore, the regulations
of the Machinery Directive (2006/42/EC) do not apply.

Sicherheitshinweise

Nehmen Sie vor Aufbau und Inbetriebnahme des Geräts folgende Empfehlungen zur Kenntnis, um
die Schaltung korrekt und sicher zu betreiben sowie Schäden und Verletzungen zu vermeiden:

Diese Schaltung wurde als Laborausrüstung entworfen, die nur von qualifizierten
und eingewiesenen Technikern in Forschungsinstituten oder Entwicklungsabteilun-
gen benutzt wird. Aus Sicherheitsgründen wird die Verwendung durch andere Per-
sonen oder in anderer Umgebung nicht empfohlen.

• Diese Schaltung verwendet Kleinspannung (< 50 VAC und < 75 VDC) und unter-
liegt daher nicht den Bestimmungen der Niederspannungsrichtlinie (2006/95/EC).

• Das Gerät enthält kein mechanisches Antriebssystem – die Bestimmungen der
Maschinenrichtlinie (2006/42/EC) sind daher nicht anwendbar.
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Figure 1: Project schematics (sheet 1)
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Figure 2: Project schematics (sheet 2)
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Figure 3: Project schematics (sheet 3)
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Figure 4: Project schematics (sheet 4)
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Figure 5: Project schematics (sheet 5)
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Figure 6: Board top view showing placeplan with component names
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Figure 7: Board top view showing placeplan with component values
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Figure 8: Board bottom view showing placeplan with component names
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Figure 9: Board bottom view showing placeplan with component values
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Figure 10: Board top view showing connectors, test points, vias and wired components

12 Contec_Digital_Input_32_Channel-documentation.tex (2018-05-30, 16:20) – 17 pages



Figure 11: Board bottom view showing connectors, test points, vias and wired components
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Figure 12: Board bottom view showing drills with 0.9 mm (0.035 in) diameter
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Figure 13: Board bottom view showing drills with 1.0 mm (0.039 in) diameter
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Figure 14: Board bottom view showing drills with 2.7 mm (0.106 in) diameter
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Circuit Lists

Drill list: The following table shows all final drill diameters used in the board. When manually
drilling the clearance holes, round up to the nearest available drill bit diameter, ensuring that all
components fit well. When manufacturing through-plated boards, adjust for the additional copper
coating by increasing the diameter accordingly.

∅ [µm] ∅ [mm] ∅ [in] Count
813 0.8 0.032 205
889 0.9 0.035 7
991 1.0 0.039 12

2692 2.7 0.106 2
Total 226

Table 1: Drill diameters used in the board

Value list: The following list shows all components available on the board (sorted by part values) and
can be used to quickly gather components. Additional information can possibly be found directly on
the board (or in the schematics).

Value Package Count Component names (library)

— C —
1 1n C-0.1" 8 C5-C12 (divers)
2 22u CE-TANTAL:0.2" 9 C1-C4,C13-C17 (divers)

— D —
3 10V DZ-0.4" 1 D1 (diodes)
4 1N4148 D-SMD:MiniMELF 64 D3-D66 (diodes)
5 [ignored] DL-CABLE-CODED-N 1 D2 (optos)

— N —
6 7805 TO-220 1 N1 (ics)
7 7815 TO-220 1 N3 (ics)
8 7905 TO-220 1 N2 (ics)
9 7915 TO-220 1 N4 (ics)

10 CPC1017N SOP-4 32 N5-N36 (optos)

— R —
11 301R R-wired:0.6W 1 R1 (miscs)
12 866R R-SMD:1206 32 R10-R17,R26-R33,R42-R49,R58-R65 (miscs)
13 46k4 R-SMD:1206 32 R2-R9,R18-R25,R34-R41,R50-R57 (miscs)

— X —
14 Backplane Backplane:32-pin/AC 1 X7 (connectors)
15 [ignored] CON-brown:5-pin/vert. 1 X2 (connectors)
16 [ignored] IDC:10-pin/ribbon 8 X8-X15 (connectors)
17 [ignored] Testpin:0.8mm/ceramic 4 X3-X6 (connectors)
18 [ignored] X37-DSUBRIBBON 1 X1 (connectors)
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